CeCo B.V.

CeCo NW Sport

Composite : PP

**MECHANICAL PROPERTIES**

Nominal tensile strength : 9 / 10 kN/m² 
(*EN ISO 10.319*)

Puncture resistance (CBR) : 1650 N 
(*EN ISO 12236*)

Energie absorptie vermogen : 1,95 kJ/m 
(*EN ISO 10.318*)

**HYDRAULIC PROPERTIES**

Opening Size : 45 µm 
(*DIN EN ISO 12956*)

Permeability HSO : 95 l/m².s 
(*EN ISO 11058*)

Meets the requirements of the NOCSF-M11.a norm

**GENERAL PROPERTIES**

Roll width : 4,50 m
Roll length : 100-110 m
Roll weight : 70-75 kg

As part of its continual improvement process the manufacturer reserve the right to change the properties listed on this data sheet without prior notice. The information contained herein is, to the best of our knowledge, accurate in all material respects. However, since the circumstances and conditions in which such information and the products mentioned herein can be used may vary and are beyond our control, no representation or warranty, express or implied, of any nature whatsoever is or will be made and no responsibility or liability is or will be accepted by us, any of our affiliates or our or their respective directors, officers, employees or agents in relation to the accuracy or completeness or use of the information contained herein or any such products and any such liability is expressly disclaimed.

Versie augustus 2014